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Easily flip the switch for desired CCT. It’s that simple!

Technical Specification

3000K 4000K 5000K

PT-DLG-R-3I-8W-3CCT
3” LED Recessed Round 

Gimbal with Multiple CCT

Description
With color tuning technology, and 30° tilting/360° rotating 
capability, 

Gimbal downlights are ideal for both commercial and 
residential lighting, and are optimal for sloped ceilings, wall 
washing and general purpose lighting.

Tuneable 3-1 CCT Selector

Construction
Aluminum die-cast body and trim with architectural white finish. Designed for 
new construction, remodel or retrofit. Standard gasket included to ensure 
proper seal.

Electrical
Luminaire is built with the highest quality 120V drivers, ensuring energy 
efficiency.

Energy Savings
80% more energy savings than halogen lamps. Low heat production requires 
less air-conditioning requirements, further increasing energy cost savings.

Dimming
Triac dimmable down to 5%. Compatible with most major brands of dimmers.

Listing
Energy Star Listed , ETL Listed, RoHS

Ordering Sample:  PT-DLG-R-3I-8W-3CCT

WATTAGE 8W

LUMENS 600 lumens

EFFICACY 75  lm/W

VOLTAGE 120V 

POWER FREQUENCY 50/60 Hz

CCT 3000K/4000K/5000

CRI 90

IP RATING For wet locations

DIMMABLE Triac  dimming

POWER FACTOR >0.9

WARRANTY 5 year limited

Series Watts Lumens Lms/Watt CCT CRI Voltage

PT-DLG-R-3I-8W-3CCT 8W 600 @4000K 75 3000K/4000K/5000K 90 120V
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Dimension
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• Fits most 3” recessed housings
• Sealing gasket standard
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1.  Open the hardwire box swing cover and remove the appropriate 
knockout (s). 

2.  Insert the electrical supply cable through the knockout and secure 
with a cable connector (sold separately). 

3.  Using wire nuts, connect green ground wire of cable to green wire on 
box. Connect white wire of cable to white wire of box. Connect black 
wire of cable to black wire of box. (Figure 1)

4.  Place all wiring and connections back in to the box and close the 
cover. 

5.  Insert hardwire box through the mounting hole. (Figure 2) 
NEW CONSTRUCTION APPLICATIONS: Hardwire box shall be firmly 
secured to studs, joists, or similar fixed structural units. 
REMODEL APPLICATIONS: Do not require the hardwire box to be 
firmly secured after the mounting plates, studs, joists, or structural 
units have been concealed.

1.  Connect the fixture to the hardwire box by inserting and twisting 
the male/female connectors. Select the desired Color Temperature. 
(Figure 3) 

2.  Push spring loaded clips on the fixture upwards and insert fixture 
base in to the mounting hole. Release the clips and fixture will be 
pulled flush to the ceiling. (Figure 4) 

3.  Once assembly is complete, turn on power to confirm fixture is 
working properly. 

Power supply

Cable to fixture
Quick connect 
push-in terminals
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through the mounting hole. Use NMD90 Romex or Safety goggle Drill Saw / Saw Measuring tape
Electrical Wiring 

(use type and gauge suitable for 
application to connect the fixtures) 

1.  Preparing for installation: Disconnect electrical
power before installing or servicing any part of this
fixture.

2.

3.

Locate a suitable position to plate the fixture and
open in accordance to the cut-hole dimensions refer
to hole cut table for appropriate size).
 Run electrical wire from the switch (power supply)

2-3/4” (70 mm)
HOLE CUT SIZE:
3” round and square: 
4” round and square: 4-1/4” (105 mm)

BX cable. 
Installation (consult a qualified electrician before installing) 
Driver Wiring

Fixture installation

Assembly Instructions

Tools required

RECESSED

3 C C T  - TUNABLE

Installation Instructions Important
Read all instructions before installing fixtures. Retain for future 
reference. 

Safety
For your safety,this fixture must be wired in accordance to local 
electrical codes and ordinances. All work should be done by a 
qualified electrician. 

Warning
Make sure power is off from the electrical panel before starting 
installation or attempting any maintenance. Indoor installation only. 
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